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Uniformly Spaced 
Shock Absorbers 
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• Stainless 
Steel 

Wire Mesh 


Also Available 
in Steel Frame 


r Hospital 
and Sanitorium 

WINDOWS AND PORCHES 


Extruded Aluminum 
Frame Conceals 
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STORM SASH * SCREENS 


MAIN OFFICE AND FACTORY: 140 HIGHLAND ST. • PORT CHESTER. N. Y. 

ASK FOR NEAREST FACTORY 


• DETENTION UNITS 

TEL. WEstmore 9-8500 
REPRESENTATIVE 






























































































































AAA Maximum Detention Units A A Medium 


Note the difference between the 
old type open channel frame and 
the new coverplate type. 


Has all restraint and detention 
devices constantly kept out of the 
patient's sight. 

Whether screen is open or closed.) 




new cover plate type wirh "al 
devices constantly concealed.” 


detention 


Obsolete type — open channel frame 
(dirt collector). 


“Detention devices all exp- 
screen is open.” 


cd when 


Only the Barnhart Co. brings 
you the All-Aluminum heavy 
extruded constructed tubular 
Detention Screen of 606 lT- 
6 rigidly heat treated alloy 
immune to urine. 

Only Trulock brings you the 
patented shock distributing 
mechanism that has been 
specified by architects and 
heads of mental institutions 
since 1939. 


features (see specifications page 4) 

• Rigidity because of tube construction (stronger than open 
channel steel). 

• Interlocked coverplate constantly conceals all locking and 
detention devices whether screen is open or closed. (Very 
important to keep from the patient’s eye any appearance 
of restraint.) 



• Serves as an insect screen, creates a normal atmosphere, 
prevents passage of litter or other items from within or. 
without. 

• Aluminum guarantees low maintenance cost, easy opera¬ 
tion for nurses. 

• Aluminum is immune to urine. (Very important.) 

• Panic release permits outside release in case of fire. 


BARNHART TRULOCK DETENTION SCREENS installed in this building 



Naval Medical Center, Bethesda, Aid. Of ice '>f ? au t Oret, Architect 
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A PACKAGED WINDOW complete with mechanical operator, 
integral trim and detention screen desired. 
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Ba 


AVAILABLE AT LAST 

A packaged window complete 
with underscreen mechanical 
operator — integral trim and the 
type of detention screen required. 
It saves many different contract- 
ors-eliminates chances of error— 
assures you of prepared and re¬ 
inforced frames to receive prop¬ 
erly fitting operators—hardware, 
trim and screens. 

▼ 

Send tor Full Size Details 
and Specifications. 
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STEEL or ALUMINUM FRAMES 

(Louvre or Double Hung Types) 


BARNHART DETENTION SCREENS 



partial list of installation of Trulock Safety screen guards 


Pacific Naval Air Bases.Alameda, Calif. 

St. Elizabeth Hospital.Washington, D. C. 

U. S. Naval Hospital.Pensacola, Fla. 

U. S. Naval Hospital.Farragut, Idaho 

Naval Medical Center.Bethesda, Md. 

Naval Advance Base Depot.Gulfport, Miss. 

U. S. Naval Hospital.Chelsea, Mass. 

Naval Hospital.St. Albans, L. L, N. Y. 

Naval Hospital.Camp Lejeune, New River, N. C. 

Naval Hospital.Portsmouth, N. H. 

Three Naval Hospitals.Portsmouth, Va. 

Naval Hospital...San Juan, P. R. 

U. S. Naval Base.Seattle, Wash. 

Pacific Naval Air Base.Pearl Harbor, T. H. 

Charleston Navy Yard Hospital...Charleston, S. C. 

Verdun Hospital.Montreal, Quebec, Canada 

Connecticut State Hospital.Middletown, Conn. 

U. S. Penctentiary.Atlanta, Ga. 


Psychiatric Inst, and Hospital.Chicago, Ill. 

Infirmary for Men-Epileptics.New Castle, Ind. 

Osawatomie State Hospital.Osawatomie, Kans. 

Massachusetts General Hospital.Boston, Mass. 

Boston Psychopathic Hospital...•.*. Boston, Mass. 

Henry Ford Hospital..*....,.Detroit, Mich. 

St. Mary’s Hospital.......Rochester, Minn. 

McMillan Hospital.......$t, Louis, Mo. 

New Hampshire State Hospital....Concord, N. H. 

Kings County Hospital.Brooklyn, N. Y.” 

Bellevue Hospital—Psychopathic Bldg.New York, N. Y. 

Creedmoor State Hospital.Queens Village, N. Y. 

New York Hospital.White Plains, N. Y. 

Good Samaritan Hospital...Cincinnati, Ohio 

Diagnostic Clinic & Psychiatric Hospital.Memphis, Tenn. 

Hospital Bldg. Medical College of Virginia.Richmond, Va. 

Weston State Hospital.1.Weston, West Va. 

U. S. Naval Hospital.Philadelphia, Pa. 


Send for Complete List of State Installations 


A.W. BARNHART CO. 
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specifications 


AAA Maximum Detention Units 


Where detention screens are required, they shall be of the Bar:': 
Trulock continuous shock distributing type in sturdy extruder, vu* 
minum constructed tubular frames with coverplate that conceal 
locking and detention devices whether screen is in open or close- 
position. These are mfg. by The A. W. Barnhart Co. of PortchesCcr, 
N. Y. or of approved equal manufacturer who has had a minimum, 
of 3 years experience of the aluminum product satisfactorily installed 
in mental institutions. 

The hinged unit will consist of a heavy constructed tubular extruded 
6061 T -6 rigidly heat-treated aluminum alloy. The frame to have integral 
cross web with pedestal base, not less than 5/16" thick, and outside 
walls of minimum .156. All corners to be flash welded and ground 
smooth. 

Wire to be Secur-AIoy 12 mesh .028" diameter, corrosion resistant 18-8 
stainless steel having a tensile strength of not less than 135,000 pounds 
per square inch, and 800 pounds per linear inch. 

The four edges of the mesh panel shall be wrapped around continuous 
shock distributing bars for the full length of each edge and embedded 
within the yokes of the shock absorbers and held in position with pins 
passing completely through the yoke, engaging the wire mesh twice. 
Shock absorbers of a capacity of 175 pounds per one-half inch of 
movement shall be installed in the channels on four sides of the frame 
on; approximately eight-inch centers. They shall have yokes and pins 
with heavy cadmium plated compression springs, screws and washers. 

Two double U concealed heavy cadmium plated steel hinges, with 
loose brass pins, shall be provided for each section up to 4 feet in 
height. Three hinges shall be provded for each section from 4 to 7 
feel, and four hinges for each section over 7 feet. 

Openings to have standard Barnhart locks with one case hardened 
boJt for screens up to 36 inches high; two bolts for screens from 36 
inches to 84 inches, and three bolts for screens over 84 inches. The 
subframe shall be a channel of extruded 6 O 61 T -6 aluminum with walls 
f \6" (in part) to bear the load and strain placed on it. 


lENTION - SAFETY - PROTECTION SCREENS - The 
Barnhart Company is prepared to supply detention and safety 
screens for hospitals, prisons, institutions and commercial build¬ 
ings. We have steel and aluminum frames with or without sub- 
frames, as well as portable frames for temporary use, and 
available at last, A PACKAGED WINDOW with Detention screen 
and integral metal trim. (Write for complete data, details and 
specifications.) 


Aluminum scribe members of not less than . 065 " thickness shall S 
provided at jambs and head, where specified. 

The contractor shall furnish all fastening screws and toggle bolts 
installation of these screens. 

A Barnhart emergency lock to open the screen frame from the outsic- 
for emergency removal of patients is to be supplied where called fo- 

ALTERNATE STEEL FRAME BID 

An alternate bid on 11 gauge steel frame units will be considered 
Hinged section must be of constructed tubular frame with 16 gaug. 
coverplate that conceals all locking and detention devices, whether 
screen is in open or closed position. The 4 corners of the swinginj 
frame are to have inside 12 gauge gusset plates welded internal!" 
at each corner for stiffening purposes. Steel shall be hot dipped gaC 
vanized, Armco’s Zincgrip or Republic’s Paintlock and finished witE 
2 coats of Gliddens metal enamel with each coat baked on and 1 c 
various colors as selected. 

AA Medium Detention Units 

Where called for Aluminum 6061T-6 tubular frame Barnhart Co. 
AA Medium Detention units will be supplied using concealed hinges, 
locks, bolt stations and 18-8 stainless steel wire cloth as called for 
under Maximum Detention. (Send for complete specifications of AA 
Medium Detention units.) 

A Safety Detention Unit 

Where called for Barnhart Co. all aluminum tubular frame Safety 
A Detention screens are to be used with 18-8 stainless steel wire cloth 
as called for under Maximum Detention. Hinges shall be standard 
Barnhart type and cylinder lock, operating outer face lock stations, 
is. to be used. (Send for complete specifications of our A Safety 
Detention screen.) 


• We offer national 
engineering and 
specification services 




A. W. BARNHART CO. 
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